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INNOVATIVE PRODUCTS

UNMATCHED QUALITY

DESIGNED AND 
MANUFACTURED  

IN THE U.S.A.

Since 1967,  CK Worldwide has brought more innovations to 

TIG Welding equipment than any other manufacturer. With 

more patents on product design and improvements than 

anyone else, CK Worldwide sets The Standard in TIG Welding. 

BETTER DESIGNS = HIGHER QUALITY WELDS
A family owned and operated business from the beginning, CK Worldwide designs 

and manufactures products right here in Auburn, Washington. In 1967,  Art Kleppen 

founded CK Worldwide with a mission to make TIG welding a more efficient process. 

He did it by bringing state-of-the-art, high-performance materials to the relatively 

simple TIG welding torch. The silicone rubber insulated torch heads they developed 

first lasted longer, provided better protection from current leakage and survived  

the inevitable drop at a much higher rate than the phenolic heads they replaced.
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CK INNOVATIONS THAT CHANGED AN INDUSTRY:
• Silicone Rubber Insulation
• Gas Saver™ Kits
• Max-Flo™ Water Cooling Technology

• Wedge Collets

OFFERING YOUR CUSTOMERS TOP QUALITY TIG PRODUCTS  
AND SERVICE WILL BOOST YOUR ARGON SALES 

CKWORLDWIDE.COM

• Flex-Loc™ Torches
• Super-Flex™ Hoses
• Fail-Safe Hose Connectors

MasterTIG torches are the highest 
quality TIG torches available on the 
market as they include the most 
cutting-edge designs created by 
CK Worldwide.

UltraTIG series torches are a 
combination of the best innovations 
created by CK since 1967 to deliver 
the ultimate TIG welding experience. 
MADE IN THE U .S .A .



Our premium line of MasterTIG products offer greater innovation and help TIG welders 

become more efficient. These specialized products bring great value to the user  

and offer greater profitability for the dealer. Offering more TIG solutions than any 

other dealer will lead to other high-margin sales in shielding gases, filler materials,  

and personal protective equipment.

QUALITY AND INNOVATION THAT BRINGS REAL VALUE

Work flow efficiencies allow quick turns on standard products. Common torch packages and 
consumables are on the shelf and ready to ship within 48 hours. Custom requirements can 
be met on short order with our average “on time” delivery at 90%.

Proprietary Gas Saver™ designs offer maximum gas diffusion, a better columnar flow pattern,  
lower inventory costs and longer parts life than traditional gas lens technology. The result;  
value added features that can increase Argon sales.

 

GAS SAVER™ SERIES: Save up to 40% of shield gas consumption!

Standard 
Collet
& Collet 
Body

Gas Saver 
Collet 
& Collet 
Body

Turbulent 
Gas Flow 
Pattern

Columnar 
Gas Flow 
Pattern

WE DESIGN AND PRODUCE THE MOST COMPREHENSIVE, INNOVATIVE AND ADVANCED LINE OF TIG WELDING PRODUCTS IN THE INDUSTRY.  



QUALITY AND INNOVATION THAT BRINGS REAL VALUE BETTER PRODUCTS INCREASE  
PRODUCTIVITY:
•	 Specialty	products	are	designed	to	last	longer,		

minimizing	downtime
•	 Consistent	quality,	manufactured	in	the	U.S.A.
•	 48-hour	turnaround	on	standard	products
•	 Custom	assemblies	available	per	specification

CKWORLDWIDE.COM

Finished assemblies are tested for leaks 
and quality craftsmanship

Consumables are manufactured 
on 6-axis CNC machines for 
consistency and reliability

Tooling is consistently monitored  
for precision crimping

Super-Flex ™ hoses offer greater flexibility 
and ergonomic dexterity

      

MAX-FLO™ INCREASED COOLING 
CAPACITY: Improved cooling capacity, 

increases amperage capacity, 
provides longer consumable life and 
reduces down time. Compatible with 

standard cables and hoses.

MT200-AC/DC TIG  
WELDING SYSTEM:  

Precision welding in a  
conveniently packaged system.INDUSTRY STANDARD

WE DESIGN AND PRODUCE THE MOST COMPREHENSIVE, INNOVATIVE AND ADVANCED LINE OF TIG WELDING PRODUCTS IN THE INDUSTRY.  



Advanced products perform best in the hands of a well-trained operator, and we offer 
customer service, technical information, and training for our distributors and end users alike. 
Distributors want to know the full product line and the advantages CK products can provide 
their customers, while end users need to know how those products benefit operations 
through efficient production flow, reduced expenses, and improved weld quality.

CUSTOMER SERVICE AND USER TRAINING—BUILDING VALUABLE RELATIONSHIPS

Auburn, Washington 6-axis CNC machining center operates 24/7/365 State-of-the-art Swiss turn machines 
allow parts repeatability

Q.A./Q.C. controls optimize our continuous 
improvement program

Demonstrations, sales support, and technical information build confidence in your sales force, 
while your customers learn what innovative products will best fit their production flow and 
benefit their bottom line. The best training in the world, however, does not eliminate the need for 
excellent customer service which is only a phone call or email away. A call to CK Worldwide  
is answered by experienced support that will result in an answer to your question. 

EVEN THE BEST PRODUCTS NEED TO BE BACKED UP WITH SERV ICE—AT CK WORLDWIDE OUR SERVICE IS SECOND TO NONE.

www.CKWORLDWIDE.com

•  Cold Wire Feed SyStem: increases productivity 

by 30%, increases “Arc on” time, eliminates stub 

loss and saves money on wire costs.

•  GAS SAver SyStem: Saves up to 40% on gas, 

improves weld quality and has a longer tungsten 

stick out. Clear nozzles are available.

•  SteAdy-GriP™ AmPerAGe CoNtrol the 

adjustable handle gives the operator smooth, 

accurate, and ergonomic “trigger finger” control 

of the tiG welding process. 

•  WedGe ColletS: improve arc starts and  stability, 

reduce downtime and last 10 times longer than 

standard collets.

CK Worldwide 

products are 

manufactured for 

today’s demanding 

applications. Innovative 

designs are engineered  

to deliver increased  

productivity and improved  

weld quality while reducing  

downtime and costs.

THE STANDARD  

IN TIG WELDING

9, 20, 24 TIG TORCH CONSUMABLES

CUP

ALUMINA
2A4GS
2A5GS
2A6GS

2A7GS
2A8GS

CLeAr
2P8GS

CLeAr
2P18GSLD

COLLET BODY COLLET HEATSHIELD TORCH
BACKCAP

STANDArD

2CGBS-1

2HSGSWeDGe
2C040GS

2C116GS

2C332GS

2C418GS

STANDArD

ADAPTER

WITH SCreeN

LONG
200L (41V24)

MeDIUM
200M (41V35)

SHOrT
200S (41V33)

WITHOUT SCreeN

LArGe DIAMeTer

2CBGSLD

2HSGSLDWeDGe
See AboVe

LArGe DIAMeTer

TAS040GSLD

TAS116GSLD

LArGe DIAMeTer 

WITH SCreeN

TAS040GS

TAS116GS

TAS332GS

TAS418GS

TA040GS

TA116GS
TA332GS 

TA418GS

2 SERIES GAS SAVER PARTS

CUP
COLLET BODY COLLET HEATSHIELD

TORCH

STANDArD
STANDArD

STANDArD

8C20 (53N15)

8C40 (53N16)

8C116 (53N14)

8C332 (24C332)

80THS

8CB20 (53N17)

8CB40 (53N18)

8CB116 (53N19)

8CB332 (24Cb332)

CerAMIC–LONG

8C4L (53N28) 8C6L (53N26)

ALUMINA –GAS LeNS

2AG4 (53N58)

2AG5 (53N59)

2AG6 (53N60)

2AG7 (53N61) 

2AG8 (53N61S) 

2AG10

GAS LeNS
GAS LeNS

GAS LeNS

8CG20 (53N62)

8CG40 (53N63)

8GHS

2GL20 (45V41)

2GL40 (45V42)

2GL116 (45V43)

2GL332 (45V44)

8CG116 (53N64)

8CG332 (24GLC332)

WeDGe
8CG116GS

8CG332GS

CerAMIC

8C4 (53N24)

8C5 (53N25)

8C6 (53N27)

ALUMINA

8A1 (A53N23)

8A4 (A53N24)

8A5 (A53N25)

8A6 (A53N27)

TORCHES
USED ON:

CK80
CK90
CK180
CWH180

CK24
CK24W

GAS LeNS GAS LeNS
8GHS

CerAMIC–LONG

8C4L (53N28) 8C6L (53N26)

CerAMIC

8C4 (53N24)

8C5 (53N25)
8C6 (53N27)

ALUMINA

8A1 (A53N23)

8A4 (A53N24)
8A5 (A53N25)

8A6 (A53N27)

GAS LeNS
8GL332

8C332 (24C332)

8 SERIES

Save up to 40% argon gaS

Standard Collet  

& Collet Body

Gas Saver Collet

& Collet Body

Turbulent  

Gas Flow Pattern

Columnar Gas

Flow Pattern

G a s  s a v e r  s e r i e s

CUP
COLLET BODY COLLET HEATSHIELD TORCH

BACKCAP

STANDArD
STANDArD

STANDArD

2A7 (13N11)

2A8 (13N12)

2A10 (13N13)

2C20 (13N20)

2C40 (13N21)

2C116 (13N22)

2C332 (13N23)

2C418 (13N24)

2GHS

2CB20 (13N25)

2CB40 (13N26)

2CB116 (13N27)

2CB332 (13N28)

2CB418 (13N29)

2C7 (13N17)

2C8 (13N18)

2C10 (13N19)

2A5L (A796F72)

2A6L (A796F73)

WeDGe
2C040GS

2C116GS

2C332GS

2C418GS

6C20
6C40
6C116

6C332
6C418

reVerSe

LONG
200L (41V24)

MeDIUM
200M (41V35)

SHOrT
200S (41V33)

GAS LeNS
STANDArD

STANDArD

2AG7 (53N61)

2AG8 (53N61S) 

2AG10

2GL20 (45V41)

2GL40 (45V42)

2GL116 (45V43)

2GL332 (45V44)

2GL418 (45V45)

See AboVe
See AboVe

WeDGe
See AboVe

reVerSe
See AboVe

LArGe DIAMeTer
LArGe DIAMeTer

LArGe DIAMeTer
2C020LD(13N20L)

2C040LD(13N21L)

2C116LD (13N22L)

2C332LD (13N23L)

2C418LD (13N24L)

2GHSLD

SHOrT

STANDArD

8C6 (53N27)

6CB20
6CB40
6CB116
6CB332
6CB418

See AboVe
reVerSe
See AboVe

8C6L (53N26)

2GL0204LD(45V0204S)

2GL116LD (45V116S)

2GL332LD (45V64S)

2GL418LD (995795S)

2C5L (796F72)

2C6L (796F73)

3AG11LD(53N89)

3AG12LD(53N87)

8A6 (A53N27)

2 SERIES

TORCHES USED ON:

CK100
CK110
CK130
CK200
CK230

FL2L
CKM230

CWH230

CWM230
CK9
CK20

TUNGSTEN ELECTROdES

TIG welding electrodes usually contain small quantities of 

metallic oxides, which can offer the following benefits:

• Facilitate arc starting

• Increase arc stability

• Improve current carrying capacity  

of the electrode

• Reduce the risk of weld contamination

• Increase electrode life

1 (800) 426-0877

Gold 

EWLA-1.5 

AWS A5.12-2009 

WL15 

ISO 6848

1.5% Lanthanated Tungsten:

Lowest erosion rate, wide 

current range, no spitting, 

best DC arc starts and 

stability

.020 x 7" (0.5mm x 175mm) T0207GL

.040 x 7" (1.0mm x 175mm) T0407GL

1/16 x 7" (1.6mm x 175mm) T1167GL T1167GL-3

3/32 x 7" (2.4mm x 175mm) T3327GL T3327GL-3

1/8 x 7" (3.2mm x 175mm) T187GL T187GL-3

5/32 x 7" (4.0mm x 175mm) T5327GL

Gray 

EWCE-2 

AWS A5.12-2009 

WC20 

ISO 6848

2% Ceriated Tungsten:

Low erosion rate, wide 

current range, AC or DC, no 

spitting, consistent arc starts, 

good stability

.020 x 7" (0.5mm x 175mm) T0207GC2

.040 x 7" (1.0mm x 175mm) T0407GC2

1/16 x 7" (1.6mm x 175mm) T1167GC2 T1167GC2-3

3/32 x 7" (2.4mm x 175mm) T3327GC2 T3327GC2-3

1/8 x 7" (3.2mm x 175mm) T187GC2 T187GC2-3

5/32 x 7" (4.0mm x 175mm) T5327GC2

ISO 6848  

COLOR CHART

TYPE
SIZE

PART #

10 PIECE 3 PIECE

Green 
EWP 

AWS A5.12-2009 

WP 

ISO 6848

Pure Tungsten:

Balls easily, low cost, tends to 

spit at higher currents, used 

for non-critical welds only

.020 x 7" (0.5mm x 175mm) T0207G

.040 x 7" (1.0mm x 175mm) T0407G

1/16 x 7" (1.6mm x 175mm) T1167G T1167G-3

3/32 x 7" (2.4mm x 175mm) T3327G T3327G-3

1/8 x 7" (3.2mm x 175mm) T187G T187G-3

5/32 x 7" (4.0mm x 175mm) T5327G

LaYZr™

Chartreuse 

AWS A5.12  

EWG 

ISO 6848

1.5% Lanthanum, .8% Yttrium 

Oxides, .8% Zirconium

Very stable tip geometry, runs 

cooler than 2% Thoriated with 

longer life, low to medium 

amperage range. Very best 

low amperage starts.

.020 x 7" (0.5mm x 175mm) T0207GTM

.040 x 7" (1.0mm x 175mm) T0407GTM

1/16 x 7" (1.6mm x 175mm) T1167GTM T1167GTM-3

3/32 x 7" (2.4mm x 175mm) T3327GTM T3327GTM-3

1/8 x 7" (3.2mm x 175mm) T187GTM T187GTM-3

5/32 x 7" (4.0mm x 175mm) T5327GTM

ISO 6848  

COLOR CHART

TYPE
SIZE

PART #

10 PIECE 3 PIECE

ISO 6848  

COLOR CHART

TYPE
SIZE

PART #

10 PIECE 3 PIECE

Red 
EWTH-2 

AWS A5.12-2009 

WT20 

ISO 6848

2% Thoriated Tungsten:

Best stability at medium 

currents, good arc starts, 

medium tendency to spit, 

medium erosion rate

.020 x 7" (0.5mm x 175mm) T0207GT2

.040 x 7" (1.0mm x 175mm) T0407GT2

1/16 x 7" (1.6mm x 175mm) T1167GT2 T1167GT2-3

3/32 x 7" (2.4mm x 175mm) T3327GT2 T3327GT2-3

1/8 x 7" (3.2mm x 175mm) T187GT2 T187GT2-3

5/32 x 7" (4.0mm x 175mm) T5327GT2

White 

EWZr-8 

AWS A5.12M-2009 

WZ8 

ISO 6848

.8% Zirconiated Tungsten:

Balls well, handles higher 

current with less spitting, 

better arc starts and arc 

stability than pure tungsten

.020 x 7" (0.5mm x 175mm) T0207GZ

.040 x 7" (1.0mm x 175mm) T0407GZ

1/16 x 7" (1.6mm x 175mm) T1167GZ T1167GZ-3

3/32 x 7" (2.4mm x 175mm) T3327GZ T3327GZ-3

1/8 x 7" (3.2mm x 175mm) T187GZ T187GZ-3

5/32 x 7" (4.0mm x 175mm) T5327GZ

TUNGSTEN ELECTRODES

White

Red

Gray

Gold

Green

3SG10LD (53N88SC)

3SG12LD (53N87SC)

2SG4 (53N58SC)

2SG5 (53N59SC)

2SG6 (53N60SC)

LArGe DIAMeTer

3SG6LD (57N75SC)

3SG8LD (57N74SC)

ALUMINA

CerAMIC
2C4 (13N14)

2C5 (13N15)

2C6 (13N16)

CerAMIC– 

LONG

2A3L (A796F70)

2A4L (A796F71)

ALUMINA–GAS LeNS

2AG4 (53N58)

2AG5 (53N59) 

2AG6 (53N60)

ALUMINA– 

LArGe DIAMeTer

CerAMIC

CerAMIC–LONG

8C4L (53N28)

3AG6LD(57N75)

3AG8LD(57N74)

3AG10LD(53N88)

2C3L (796F70)

2C4L (796F71)

2A4 (13N08)

2A5 (13N09)

2A6 (13N10)

ALUMINA–

LONG

8C4 (53N24)

8C5 (53N25)

ALUMINA
8A4 (A53N24)

8A5 (A53N25)

GAS LeNS
2SG4 (53N58SC)

2SG5 (53N59SC)

2SG6 (53N60SC)

2S4 (13N08SC)

2S5 (13N09SC)

2S6 (13N10SC)
STANDArD
2S4 (13N08SC)

2S5 (13N09SC)

2S6 (13N10SC)

TAS332GSLD

TAS418GSLD



CUSTOMER SERVICE AND USER TRAINING—BUILDING VALUABLE RELATIONSHIPS WHAT IT MEANS FOR END USERS:
•	 Better	TIG	welding	products
•	 Longer	lasting	torches	and	accessories
•	 More	efficient	production
•	 New	technologies	and	innovations
•	 Support	and	technical	information

Torch components are checked for 
leaks prior to injection molding

Digitally controlled gas regulation system 
allows consistent control of BTUs 

Torch-brazed assemblies use 45% silver On-site customer learning sessions

EVEN THE BEST PRODUCTS NEED TO BE BACKED UP WITH SERV ICE—AT CK WORLDWIDE OUR SERVICE IS SECOND TO NONE.

WHAT IT MEANS FOR DISTRIBUTORS:
•	 Innovative,	high-quality	products
•	 Improved	TIG	sales	
•	 Assistance	with	conducting	on-site		

training	and	demos
•	 Enhanced	customer	service
•	 Free	sales	materials	and	marketing	support

www.CKWORLDWIDE.com

•  Cold Wire Feed SyStem: increases productivity 

by 30%, increases “Arc on” time, eliminates stub 

loss and saves money on wire costs.

•  GAS SAver SyStem: Saves up to 40% on gas, 

improves weld quality and has a longer tungsten 

stick out. Clear nozzles are available.

•  SteAdy-GriP™ AmPerAGe CoNtrol the 

adjustable handle gives the operator smooth, 

accurate, and ergonomic “trigger finger” control 

of the tiG welding process. 

•  WedGe ColletS: improve arc starts and  stability, 

reduce downtime and last 10 times longer than 

standard collets.

CK Worldwide 

products are 

manufactured for 

today’s demanding 

applications. Innovative 

designs are engineered  

to deliver increased  

productivity and improved  

weld quality while reducing  

downtime and costs.

THE STANDARD  

IN TIG WELDING

9, 20, 24 TIG TORCH CONSUMABLES

CUP

ALUMINA
2A4GS
2A5GS
2A6GS

2A7GS
2A8GS

CLeAr
2P8GS

CLeAr
2P18GSLD

COLLET BODY COLLET HEATSHIELD TORCH
BACKCAP

STANDArD

2CGBS-1

2HSGSWeDGe
2C040GS

2C116GS

2C332GS

2C418GS

STANDArD

ADAPTER

WITH SCreeN

LONG
200L (41V24)

MeDIUM
200M (41V35)

SHOrT
200S (41V33)

WITHOUT SCreeN

LArGe DIAMeTer

2CBGSLD

2HSGSLDWeDGe
See AboVe

LArGe DIAMeTer

TAS040GSLD

TAS116GSLD

LArGe DIAMeTer 

WITH SCreeN

TAS040GS

TAS116GS

TAS332GS

TAS418GS

TA040GS

TA116GS
TA332GS 

TA418GS

2 SERIES GAS SAVER PARTS

CUP
COLLET BODY COLLET HEATSHIELD

TORCH

STANDArD
STANDArD

STANDArD

8C20 (53N15)

8C40 (53N16)

8C116 (53N14)

8C332 (24C332)

80THS

8CB20 (53N17)

8CB40 (53N18)

8CB116 (53N19)

8CB332 (24Cb332)

CerAMIC–LONG

8C4L (53N28) 8C6L (53N26)

ALUMINA –GAS LeNS

2AG4 (53N58)

2AG5 (53N59)

2AG6 (53N60)

2AG7 (53N61) 

2AG8 (53N61S) 

2AG10

GAS LeNS
GAS LeNS

GAS LeNS

8CG20 (53N62)

8CG40 (53N63)

8GHS

2GL20 (45V41)

2GL40 (45V42)

2GL116 (45V43)

2GL332 (45V44)

8CG116 (53N64)

8CG332 (24GLC332)

WeDGe
8CG116GS

8CG332GS

CerAMIC

8C4 (53N24)

8C5 (53N25)

8C6 (53N27)

ALUMINA

8A1 (A53N23)

8A4 (A53N24)

8A5 (A53N25)

8A6 (A53N27)

TORCHES
USED ON:

CK80
CK90
CK180
CWH180

CK24
CK24W

GAS LeNS GAS LeNS
8GHS

CerAMIC–LONG

8C4L (53N28) 8C6L (53N26)

CerAMIC

8C4 (53N24)

8C5 (53N25)
8C6 (53N27)

ALUMINA

8A1 (A53N23)

8A4 (A53N24)
8A5 (A53N25)

8A6 (A53N27)

GAS LeNS
8GL332

8C332 (24C332)

8 SERIES

Save up to 40% argon gaS

Standard Collet  

& Collet Body

Gas Saver Collet

& Collet Body

Turbulent  

Gas Flow Pattern

Columnar Gas

Flow Pattern

G a s  s a v e r  s e r i e s

CUP
COLLET BODY COLLET HEATSHIELD TORCH

BACKCAP

STANDArD
STANDArD

STANDArD

2A7 (13N11)

2A8 (13N12)

2A10 (13N13)

2C20 (13N20)

2C40 (13N21)

2C116 (13N22)

2C332 (13N23)

2C418 (13N24)

2GHS

2CB20 (13N25)

2CB40 (13N26)

2CB116 (13N27)

2CB332 (13N28)

2CB418 (13N29)

2C7 (13N17)

2C8 (13N18)

2C10 (13N19)

2A5L (A796F72)

2A6L (A796F73)

WeDGe
2C040GS

2C116GS

2C332GS

2C418GS

6C20
6C40
6C116

6C332
6C418

reVerSe

LONG
200L (41V24)

MeDIUM
200M (41V35)

SHOrT
200S (41V33)

GAS LeNS
STANDArD

STANDArD

2AG7 (53N61)

2AG8 (53N61S) 

2AG10

2GL20 (45V41)

2GL40 (45V42)

2GL116 (45V43)

2GL332 (45V44)

2GL418 (45V45)

See AboVe
See AboVe

WeDGe
See AboVe

reVerSe
See AboVe

LArGe DIAMeTer
LArGe DIAMeTer

LArGe DIAMeTer
2C020LD(13N20L)

2C040LD(13N21L)

2C116LD (13N22L)

2C332LD (13N23L)

2C418LD (13N24L)

2GHSLD

SHOrT

STANDArD

8C6 (53N27)

6CB20
6CB40
6CB116
6CB332
6CB418

See AboVe
reVerSe
See AboVe

8C6L (53N26)

2GL0204LD(45V0204S)

2GL116LD (45V116S)

2GL332LD (45V64S)

2GL418LD (995795S)

2C5L (796F72)

2C6L (796F73)

3AG11LD(53N89)

3AG12LD(53N87)

8A6 (A53N27)

2 SERIES

TORCHES USED ON:

CK100
CK110
CK130
CK200
CK230

FL2L
CKM230

CWH230

CWM230
CK9
CK20

TUNGSTEN ELECTROdES

TIG welding electrodes usually contain small quantities of 

metallic oxides, which can offer the following benefits:

• Facilitate arc starting

• Increase arc stability

• Improve current carrying capacity  

of the electrode

• Reduce the risk of weld contamination

• Increase electrode life

1 (800) 426-0877

Gold 

EWLA-1.5 

AWS A5.12-2009 

WL15 

ISO 6848

1.5% Lanthanated Tungsten:

Lowest erosion rate, wide 

current range, no spitting, 

best DC arc starts and 

stability

.020 x 7" (0.5mm x 175mm) T0207GL

.040 x 7" (1.0mm x 175mm) T0407GL

1/16 x 7" (1.6mm x 175mm) T1167GL T1167GL-3

3/32 x 7" (2.4mm x 175mm) T3327GL T3327GL-3

1/8 x 7" (3.2mm x 175mm) T187GL T187GL-3

5/32 x 7" (4.0mm x 175mm) T5327GL

Gray 

EWCE-2 

AWS A5.12-2009 

WC20 

ISO 6848

2% Ceriated Tungsten:

Low erosion rate, wide 

current range, AC or DC, no 

spitting, consistent arc starts, 

good stability

.020 x 7" (0.5mm x 175mm) T0207GC2

.040 x 7" (1.0mm x 175mm) T0407GC2

1/16 x 7" (1.6mm x 175mm) T1167GC2 T1167GC2-3

3/32 x 7" (2.4mm x 175mm) T3327GC2 T3327GC2-3

1/8 x 7" (3.2mm x 175mm) T187GC2 T187GC2-3

5/32 x 7" (4.0mm x 175mm) T5327GC2

ISO 6848  

COLOR CHART

TYPE
SIZE

PART #

10 PIECE 3 PIECE

Green 
EWP 

AWS A5.12-2009 

WP 

ISO 6848

Pure Tungsten:

Balls easily, low cost, tends to 

spit at higher currents, used 

for non-critical welds only

.020 x 7" (0.5mm x 175mm) T0207G

.040 x 7" (1.0mm x 175mm) T0407G

1/16 x 7" (1.6mm x 175mm) T1167G T1167G-3

3/32 x 7" (2.4mm x 175mm) T3327G T3327G-3

1/8 x 7" (3.2mm x 175mm) T187G T187G-3

5/32 x 7" (4.0mm x 175mm) T5327G

LaYZr™

Chartreuse 

AWS A5.12  

EWG 

ISO 6848

1.5% Lanthanum, .8% Yttrium 

Oxides, .8% Zirconium

Very stable tip geometry, runs 

cooler than 2% Thoriated with 

longer life, low to medium 

amperage range. Very best 

low amperage starts.

.020 x 7" (0.5mm x 175mm) T0207GTM

.040 x 7" (1.0mm x 175mm) T0407GTM

1/16 x 7" (1.6mm x 175mm) T1167GTM T1167GTM-3

3/32 x 7" (2.4mm x 175mm) T3327GTM T3327GTM-3

1/8 x 7" (3.2mm x 175mm) T187GTM T187GTM-3

5/32 x 7" (4.0mm x 175mm) T5327GTM

ISO 6848  

COLOR CHART

TYPE
SIZE

PART #

10 PIECE 3 PIECE

ISO 6848  

COLOR CHART

TYPE
SIZE

PART #

10 PIECE 3 PIECE

Red 
EWTH-2 

AWS A5.12-2009 

WT20 

ISO 6848

2% Thoriated Tungsten:

Best stability at medium 

currents, good arc starts, 

medium tendency to spit, 

medium erosion rate

.020 x 7" (0.5mm x 175mm) T0207GT2

.040 x 7" (1.0mm x 175mm) T0407GT2

1/16 x 7" (1.6mm x 175mm) T1167GT2 T1167GT2-3

3/32 x 7" (2.4mm x 175mm) T3327GT2 T3327GT2-3

1/8 x 7" (3.2mm x 175mm) T187GT2 T187GT2-3

5/32 x 7" (4.0mm x 175mm) T5327GT2

White 

EWZr-8 

AWS A5.12M-2009 

WZ8 

ISO 6848

.8% Zirconiated Tungsten:

Balls well, handles higher 

current with less spitting, 

better arc starts and arc 

stability than pure tungsten

.020 x 7" (0.5mm x 175mm) T0207GZ

.040 x 7" (1.0mm x 175mm) T0407GZ

1/16 x 7" (1.6mm x 175mm) T1167GZ T1167GZ-3

3/32 x 7" (2.4mm x 175mm) T3327GZ T3327GZ-3

1/8 x 7" (3.2mm x 175mm) T187GZ T187GZ-3

5/32 x 7" (4.0mm x 175mm) T5327GZ

TUNGSTEN ELECTRODES

White

Red

Gray

Gold

Green

3SG10LD (53N88SC)

3SG12LD (53N87SC)

2SG4 (53N58SC)

2SG5 (53N59SC)

2SG6 (53N60SC)

LArGe DIAMeTer

3SG6LD (57N75SC)

3SG8LD (57N74SC)

ALUMINA

CerAMIC
2C4 (13N14)

2C5 (13N15)

2C6 (13N16)

CerAMIC– 

LONG

2A3L (A796F70)

2A4L (A796F71)

ALUMINA–GAS LeNS

2AG4 (53N58)

2AG5 (53N59) 

2AG6 (53N60)

ALUMINA– 

LArGe DIAMeTer

CerAMIC

CerAMIC–LONG

8C4L (53N28)

3AG6LD(57N75)

3AG8LD(57N74)

3AG10LD(53N88)

2C3L (796F70)

2C4L (796F71)

2A4 (13N08)

2A5 (13N09)

2A6 (13N10)

ALUMINA–

LONG

8C4 (53N24)

8C5 (53N25)

ALUMINA
8A4 (A53N24)

8A5 (A53N25)

GAS LeNS
2SG4 (53N58SC)

2SG5 (53N59SC)

2SG6 (53N60SC)

2S4 (13N08SC)

2S5 (13N09SC)

2S6 (13N10SC)
STANDArD
2S4 (13N08SC)

2S5 (13N09SC)

2S6 (13N10SC)

TAS332GSLD

TAS418GSLD

 TOLL Free: (800) 426.0877If you have any questions contact CK Worldwide customer service for more information

StanDarD
TORCHES 25 (3/8" 9.5mm) 35 (1/2" 12.8mm)CK9, CK17 sL2-25 sL2-35CK26 sL8-25 sL8-35

StanDarD
TORCHES 25 (3/8" 9.5mm) 35 (1/2" 12.8mm)CK20, CK18 sLWHaT-25 sLWHaT-35

gaS-tHru
TORCHES 25 (3/8" 9.5mm) 35 (1/2" 12.8mm)CK9, CK17 sL2-25M sL2-35MCK26 sL8-25M sL8-35M

gaS-tHru
TORCHES 25 (3/8" 9.5mm) 35 (1/2" 12.8mm)CK20, CK18 sLWHaT-25M sLWHaT-35M• Up to 4 x the surface area for   maximum heat transfer• Cooler running torch• Increased amperage capacity• Longer consumable life• Less down time• Will hook up to standard  cables and hoses

INSTALLATIoN oF STANDARD WATeR-CooLeD ToRCHeS. WITHoUT GAS-THRU

gaS In

Water In

Water return

Connect to power source

StanDarD

INSTALLATIoN oF STANDARD WATeR-CooLeD
WITHoUT GAS-THRU

gaS In

Water In

Water return

Connect to power source

INSTALLATIoN oF STANDARD WATeR-CooLeD
WITHoUT GAS-THRU

gaS In

Water In

Water return

Connect to power source

gaS In

gaS ConneCt

Water return
Water In

INSTALLATIoN oF GAS-THRU DINSe CoNNeCToRS FoR WATeR-CooLeD ToRCHeS

gaS In

INSTALLATIoN oF STANDARDGAS-CooLeD ToRCHeS WITH oNe PIeCe PoWeR CAbLe WITHoUT GAS-THRU

Connect to power source

StanDarD
TORCHES 25 (3/8" 9.5mm)

gaS In

INSTALLATIoN oF STANDARD
 ToRCHeS WITH oNe PIeCe PoWeR CAbLe WITHoUT GAS-THRU

Connect to power source

gaS In

INSTALLATIoN oF STANDARDGAS-CooLeD ToRCHeS WITH 
GAS-CooLeD ToRCHeS WITH 
GAS-CooLeD
oNe PIeCe PoWeR CAbLe WITHoUT GAS-THRU

Connect to power source

Connect to power source

INSTALLATIoN oF GAS-THRU DINSe CoNNeCToRS FoR GAS-CooLeD ToRCHeS.

gaS In

Connect to power source

INSTALLATIoN oF GAS-THRU DINSe CoNNeCToRS FoR 
ToRCHeS.

gaS In

Connect to power source

INSTALLATIoN oF GAS-THRU DINSe CoNNeCToRS FoR GAS-CooLeD ToRCHeS.

gaS In

CONNeCT WiTH Us ON:

tHe StanDarD In tIg WeLDIng

CK WorLDWIDe tIg torCH ConSuMaBLeS

www.CKWorLDWIDe.com

MoDeL 9, 17 Gas COOLeD 1-PIECE POWER CABLE

MoDeL 20 WaTer COOLeD POWER CABLE MoDeL 26 GAS COOLED 1-PIECE POWER CABLE

MoDeL 18 WATER COOLED POWER CABLE

CUP COLLeT BODY COLLeT HeaTsHieLD TOrCH BaCKCaP

ALUMINA

STANDARD STANDARD STANDARD

2A7 (13N11)
2A8 (13N12)
2A10 (13N13) 2C20 (13N20)

2C40 (13N21)
2C116 (13N22)
2C332 (13N23)
2C418 (13N24)

2GHS (598882)

2CB20 (13N25)
2CB40 (13N26)
2CB116 (13N27)
2CB332 (13N28)
2CB418 (13N29)

WEDGE
2C040GS
2C116GS

2C332GS
2C418GS

LONG
200L (41V24)

MEDIUM
200M (41V35)

SHORT
200S (41V33)

ALUMINA–GAS LENS GAS LENS STANDARD STANDARD

2AG4 (53N58)
2AG5 (53N59)

2AG6 (53N60)
2AG7 (53N61)
2AG8 (53N61S)
2AG10

2GL20 (45V41)
2GL40 (45V42)
2GL116 (45V43)
2GL332 (45V44)
2GL418 (45V45)

See AboVe See AboVeWEDGE
See AboVe

ALUMINA–LARGE DIAMETER

WATER HOSE

WATER HOSE

ARGON HOSE

ARGON HOSE

LARGE DIAMETER LARGE DIAMETER LARGE DIAMETER2C020LD(13N20L)2C040LD(13N21L)2C116LD (13N22L)2C332LD (13N23L)2C418LD (13N24L)

2GHSLD

3AG6LD(57N75)
3AG8LD(57N74)
3AG10LD(53N88)

2GL0204LD(45V0204S)2GL116LD (45V116S)2GL332LD (45V64S)2GL418LD (995795S)

2A4 (13N08)
2A5 (13N09)
2A6 (13N10)

3AG11LD(53N89)
3AG12LD(53N87)

GAS LENS

LARGE DIAMETER

CUP COLLeT BODY COLLeT HeaTsHieLD TOrCHALUMINA

STANDARD STANDARD

STANDARD

3A4 (10N50)
3A5 (10N49)
3A6 (10N48)
3A7 (10N47)

3A8 (10N46)
3A10 (10N45)
3A12 (10N44)

3CB20 (10N29)
3CB40 (10N30)
3CB116 (10N31)
3CB332 (10N32)
3CB418 (10N28)
3CB532 (406488)

3C20 (10N21)
3C40 (10N22)
3C116 (10N23)
3C332 (10N24)
3C418 (10N25)
3C532 (54N20)

300HS

WEDGE
3C040GS
3C116GS
3C332GS

3C418GS
3C532GS

ALUMINA–GAS LENS GAS LENS STANDARD GAS LENS

3AG7 (54N15)
3AG8 (54N14)
3AG11 (54N19)
3AG12 (54N18)

See AboVe 3GHS

3GL20 (45V29)
3GL40 (45V24)
3GL116 (45V25)
3GL332 (45V26)
3GL418 (45V27)
3GL532 (45V28)

WEDGE
See AboVe

LONG
300L (57Y02)

MEDIUM
300M (34015)

3AG4 (54N18)
3AG5 (54N17)
3AG6 (54N16)

3 SerIeS - MoDeLS 17, 18 anD 26

2 SerIeS - MoDeLS 9 anD 20

DInSe ConneCtorS

poWer CaBLe aDapterS

poWer CaBLeS / HoSeS

torCH BoDIeS & HanDLeS

torCH BoDIeS & HanDLeS

poWer CaBLeS / HoSeS

3C532 (54N20)

WEDGE

LONG
300L (57Y02)

MEDIUM
300M (34015)

TOrCH BaCKCaP

LENGTH 1-PIECE  POWER CABLE 1-PIECE POWER CABLE
12-1/2 ft. (3.8m) 57Y01r

57Y01rsF25 ft. (7.6m) 57Y03r
57Y03rsF

torCH HanDLeS
Part Number Style
Hs CK9, CK20

torCH HanDLeS
Part Number Style
HM CK17
HL CK26, CK18

torCH ratIngS
GAS COOLED
CK17: 150A at 
100% Duty Cycle
CK26: 200A at 
100% Duty Cycle

WATER COOLED
CK18: 350A at 
100% Duty Cycle

torCH ratIngS
GAS COOLED
CK 9: 125A at 
100% Duty Cycle

WATER COOLED
CK 20: 250A at 
100% Duty Cycle

LENGTH 1 PIECE POWER CABLE 1 PIECE POWER CABLE
12-1/2 ft. (3.8m) 46v28r

46v28rsF25 ft. (7.6m) 46v30r
46v30rsF

LENGTH POWER CABLE POWER CABLE
12-1/2 ft. (3.8m) 45v03

45v03sF
25 ft. (7.6m) 45v04

45v04sFLENGTH WATER HOSE WATER HOSE
12-1/2 ft. (3.8m) 45v07

45v07sF
25 ft. (7.6m) 45v08

45v08sFLENGTH ARGON HOSE ARGON HOSE
12-1/2 ft. (3.8m) 45v09

45v09sF
25 ft. (7.6m) 45v10

45v10sF

LENGTH POWER CABLE POWER CABLE
12-1/2 ft. (3.8m) 40v64

40v64sF
25 ft. (7.6m) 41v29

41v29sFLENGTH WATER HOSE WATER HOSE
12-1/2 ft. (3.8m) 40v74

40v74sF
25 ft. (7.6m) 41v32

41v32sFLENGTH ARGON HOSE ARGON HOSE
12-1/2 ft. (3.8m) 40v75

40v75sF
25 ft. (7.6m) 41v30

41v30sF

sTaNDarD

sTaNDarD

(15PCa)

(2PCa)

Used with: CK18, CK20

45v11

105Z57

Used with: CK9, CK17

Used with: CK26

45v62

7/8"-14 RH 5/8"-18 RH 3/8"-24 RH 5/8"-18 RH

5/8"-18 LH

5/8"-18 RH

3/8"-24 RH

5/8"-18 LH

5/8"-18 LH

5/8"-18 RH

5/8"-18 RH

3/8"-24 LH

1/4"-28 RH

7/8"-14 RH

3/8"-24 RH

CK20
CK9

7/8"-14 LH

7/8"-14 LH

7/8"-14 LH

gaS-CooLeD

gaS-CooLeD
Water-CooLeD

Water-CooLeD

(15PCa)
105Z57

7/8"-14 RH 5/8"-18 RH

45v6245v62

sUPer-FLeX™

sUPer-FLeX™

ARGON HOSE

5/8"-18 RH

ARGON HOSE

5/8"-18 RH

5/8"-18 LH

WATER HOSEWATER HOSE

5/8"-18 LH

TORCHES USED ON:
CK9

CK20

TORCHES USED ON:
CK17
CK26
CK18

HS

CK26
CK18

HL

HM

©2013/2018 CK Worldwide, Inc.  ALL RIGHTS RESERVED

WEDGE

ALUMINA–LARGE DIAMETER LARGE DIAMETER STANDARD
LARGE DIAMETER

3AG6LD (57N75)3AG8LD (57N74)3AG10LD (53N88)3AG11LD (53N89)3AG12LD (53N87)

3GL116LD (45V116)3GL332LD (45V64)3GL418LD (995795)3GL532LD (45V63)

See AboVe
3GHSLD

WEDGE
See AboVe

WEDGE

Competitor'sWire Tie

Flex style torches can beadjusted 40° in any direction

Fail-safe™

Hose Connector

CK EXCLUSIVE 

SHORT
300S (57Y04)

Fail-Safe™ connectors out perform competitor's standard wire ties for years of dependable service.

FORM: CM   #1276    4/2018   500

LONG
200L (41V24)

MEDIUM
200M (41V35)

SHORT
200STORCHES USED ON:

CK9
CK20

TOrCH

TORCHES USED ON:

HM

torCH BoDIeS & HanDLeS

CK17V

torCH BoDIeS
Part Number Style
CK9 rG Rigid
CK9 FX Flex
CK9v rG Rigid Valved
CK9v FX Flex Valved
CK20 rG Rigid
CK20 FX Flex

torCH BoDIeS
Part Number Style
CK17 rG Rigid
CK17 FX Flex
CK17v rG Rigid Valved
CK17v FX Flex Valved
CK26 rG Rigid
CK26 FX Flex
CK26v rG Rigid Valved
CK26v FX Flex Valved
CK18 rG Rigid
CK18 FX Flex TL18V Flex USFL150OZMO MR140 Micro

SALES SUPPORT MATERIALS 
PROVIDED BY CK



Production area is streamlined from raw materials  
to final assembly and shippingCK’S GLOBAL DISTRIBUTION NETWORK

CK Worldwide is not just a name, it’s our commitment to serving a global 

community of TIG welders with the highest quality products designed  

and built to make TIG welding more efficient and productive.

For more information on our innovative line of products, 
visit our website at www.CKWorldwide.com. 

CKWORLDWIDE.COM

Phone: 1.800.426.0877    
Fax: 1.800.327.5038

CK Worldwide, Inc. 
PO Box 1636 

Auburn, Washington 98071 USA

© 2015/2018 CK Worldwide, Inc. All rights reserved.  #1440 2.5K 7/2018

CONNECT WITH US ON:


